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Technical Data:Description:

Variations:

Krøger A/S cannot be held responsible for any information as to the use of its products mentioned in this datasheet
All information is subject to change without prior notice.

Packaging:

Cartridge:
Volume:
Viscosity:

Packed individually
Outer box:
Size:
Weight:

Web - Links:
(PDF)

Krøger A/S - Geminivej 4-6 - DK-2670 Greve - Denmark - Phone: +45 43600111 - Fax: +45 43690137
www.mk-guns.dk - mail@mk-guns.dk
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Maintenance

Technical drawing

Single (1-Component)
310 ml
High (Polyurethane)

Standard colour: Red

For customized versions please contact us

20 units
740 x 410 x 290 mm
26 kg

1.08 kg
35.5 cm
2.5 kN ~250 kg
5.7 mm per stroke

                H40 Manual Caulking Gun

Use:

080109

Weight:
Length:
Force:
Piston Movement:

Features:

AntiDrip
One Hand Brake Release
High Gearing Ratio
Twistable Cartridge Holder
Adjusting Screw

Professional Use
Aluminium Handle
Steel Cartridge Holder
O-Opening

Original Design & Manufacturing

http://www.mk-guns.dk/pdf/pist/Hand/H40.pdf
http://www.mk-guns.dk/pdf/maint/maintenance(H200+H40)_ver01.pdf

